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What are Nautical Charts?

Nautical charts are a fundamental tool of marine navigation. They show
water depths, obstructions, buoys, other aids to navigation, and much
more. The information is shown in a way that promotes safe and
efficient navigation. Chart carriage is mandatory on the commercial
ships that carry America’s commerce. They are also used on every Navy
and Coast Guard ship, fishing and passenger vessels, and are widely
carried by recreational boaters.

What is a BookletChart™?

This BookletChart is made to help recreational boaters locate
themselves on the water. It has been reduced in scale for convenience,
but otherwise contains all the information of the full-scale nautical
chart. The bar scales have also been reduced, and are accurate when
used to measure distances in this BookletChart. See the Note at the
bottom of page 5 for the reduction in scale applied to this chart.

Whenever possible, use the official, full scale NOAA nautical chart for
navigation. Nautical chart sales agents are listed on the Internet at
http://www.NauticalCharts.NOAA.gov.

This BookletChart does NOT fulfill chart carriage requirements for
regulated commercial vessels under Titles 33 and 44 of the Code of
Federal Regulations.

Notice to Mariners Correction Status

This BookletChart has been updated for chart corrections published in
the U.S. Coast Guard Local Notice to Mariners, the National Geospatial
Intelligence Agency Weekly Notice to Mariners, and, where applicable,
the Canadian Coast Guard Notice to Mariners. Additional chart
corrections have been made by NOAA in advance of their publication in
a Notice to Mariners. The last Notices to Mariners applied to this chart
are listed in the Note at the bottom of page 7. Coast Pilot excerpts are
not being corrected.

For latest Coast Pilot excerpt visit the Office of Coast Survey website at
http://www.nauticalcharts.noaa.gov/nsd/searchbychart.php?chart=256
66.

(Selected Excerpts from Coast Pilot)
Ensenada Honda, 10 miles S of Cabo San
Juan Light, is the site of theRoosevelt
Roads United States Naval Station. In
2007, the naval station was reported
closed. The harbor is well protected by the
circular shore and the reefs which constrict
the entrance to 0.3 mile. The harbor is
included in a restricted area which extends
from Punta Figueras (see chart 25663), 3.5
miles N of Ensenada Honda, to 2 miles W of
the entrance. (See 334.1480, chapter 2, for

limits and regulations.)
Bahia de Puerca, a mile NE of Ensenada Honda, has depths of 37 feet or
more, leading to a pier with 37 feet alongside at the head of the bay. A 2

26-foot spot is 150 yards SW of the pier. The 1,000-foot pier consists of
a series of caissons connected by walkways; a large inactive graving dock
is inshore of the pier.

Isla Cabras, on the E side of the entrance to Ensenada Honda, has a
rocky bluff on the E side. Vieques Southwest Channel Range Front

Light (18°12'42"N., 65°36'00"W.), 70 feet above the water, is shown
from a skeleton tower with a rectangular white daymark with a central
red vertical stripe near the E end of the island. The island is connected to
the mainland by a causeway. Cabra de Tierra is the southernmost point
of a low neck covered with mangroves and palms separating Ensenada
Honda from Bahia de Puerca.

Punta Cascajo, the W point at the entrance to Ensenada Honda, has
rocky cliffs on the S side and a bare reef 250 yards off the SE side. Many
houses are on the high part of the point, and trees fringe the shoreline.
An unnamed cove just NW of the point is blocked at the entrance by a
permanent shark net.

The SW approach to Ensenada Honda is marked by a 025°24' lighted
range. (The front range light is on Isla Cabras and the rear range light is
on Punta Puerca.)

Channels.—A dredged channel, marked by lighted and unlighted buoys, a
light, and a 315° lighted range, leads to a large turning basin in Ensenada
Honda. Vessels anchor inside the harbor according to draft; the holding
ground is soft mud, which may cause some dragging during a hurricane.
In 1990, a controlling depth of 40 feet was available in the channel and
turning basin.

Wharves.—Pier 1, U.S. Navy fuel pier, the more W pier on the NE side of
Ensenada Honda, is 450 feet long with 32 feet along the W side and 36
feet along the E side; water is available. A small boat landing with about
15 feet alongside is inshore of the E side of the fuel pier.

Pier 2, U.S. Navy cargo pier, SE of Pier 1, is 398 feet long with 32 feet
alongside; water is available. An LST landing ramp is about 400 yards SE
of the cargo pier.

Pier 3, a 1,200-foot-long U.S. Navy aircraft carrier pier marked at its
seaward end by fixed red lights, is 0.25 mile S of Pier 2. Depths of about
39 feet are alongside.

Quarantine, customs, immigration, and agricultural quarantine.—(See
chapter 3, Vessel Arrival Inspections, and Appendix A for addresses.)
Quarantine is enforced in accordance with regulations of the U.S. Public
Health Service. (See Public Health Service, chapter 1.)

Customs and immigration, services are handled by representatives from
Fajardo.

An agricultural quarantine official is at the Roosevelt Roads Naval
Station.

U.S. Coast Guard Rescue Coordination Center
24 hour Regional Contact for Emergencies

Commander
8th CG District
New Orleans, LA

RCC New Orleans
(504) 589-6225
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CAUTION
Temporary changes or defects in aids 1o
navigation are not indicated on this chart. See
Lacal Notice to Mariners.

HEIGHTS
Elevations of rocks, bridges, landmarks and
lights are in feet and refer to Mean High Water.
Contour and summit elevation values are in feet
and refer to Mean Sea Level.

For Symbols and Abbreviations see Chart No. 1

ANCHORAGE BERTHS

The large green circles are for convenience
of assigning vessels to berthing areas

AIDS TO NAVIGATION

Consult U.S. Coast Guard Light List for|
supplemental information concerning aids tq
navigation.

CAUTION
Limitations on the use of radio signals as
aids to marine navigation can be found in the
U.S. Coast Guard Light Lists and National
Geospatial-Intelligence Agency Publication 117.
Radio direction-finder bearings to commercial
broadcasting stations are subject to error and
should be used with caution.
Station positions are shown thus:
(OfAccurate location)  ofApproximate location)

CAUTION

Improved channels shown by broken lines are
subject to shoaling, particularly at the edges.

AUTHORITIES
Hydrography and topography by the National
Ocean Service, Coast Survey, with additional
data from the Corps of Engineers, National
Geospatial-Intelligence Agency, and the U.S
Coast Guard.

HORIZONTAL DATUM

The horizontal reference datum of this chart
is North American Datum of 1983 (NAD 83), which
for charting purposes is considered equivalent
to the World Geodetic System 1984 (WGS 84).
Geographic positions referred to the Puerto Rico
Datum must be corrected an average of 7.150"
southward and 1.421" eastward to agree with
this chart.

RADAR REFLECTORS
Radar reflectors have been placed on many
floating aids to navigation. Individual radar
reflector identification on these aids has been
omitted from this chart.

NOAA WEATHER RADIO BROADCASTS

The NOAA Weather Radio stations listed
below provide continuous weather broadcasts.
The reception range is typically 20 to 40
nautical miles from the antenna site, but can be
as much as 100 nautical miles for stations at
high elevations.

Table of Selected Chart Notes

HURRICANES AND TROPICAL STORMS

Hurricanes, tropical storms and other major storms may
cause considerable damage to marine structures, aids to
navigation and moored vessels, resulting in submerged debris
in unknown locations.

Charted soundings, channel depths and shoreline may not
reflect actual conditions following these storms. Fixed aids to
navigation may have been damaged or destroyed. Buoys may
have been moved from their charted positions, damaged, sunk,
extinguished or otherwise made inoperative. Mariners should
nct rely upon the position or operation of an aid to navigation.
Wrecks and submerged obstructions may have been displaced
from charted locations. Pipelines may have become uncovered
or moved. P

Mariners are urged to exercise extreme caution and are ”
requested to report aids to navigation discrepancies and
hazards to navigation to the nearest United States Coast Guard

/

unit. /

= SOURCE DIAGRAM N
The outlined areas represent the limits of the most recent hydrographic
survey information that has been evaluated for charting. Surveys have been
banded in this diagram by date and type of survey. Channels maintained
by the U.S. Army Corps of Engineers are periodically resurveyed and are
not shown on this diagram. Refer to Chapter 1, United States Coast Pilot.

WARNING

Pilot for details

The prudent mariner will not rely solely on any single aid to navigation,
particularly on floating aids. See U.S. Coast Guard Light List and U.S. Coast

POLLUTION REPORTS

if telephone communication is impossible (33 CFR 153)

Report all spills of oil and hazardous substances to the National Response
Center via 1-800-424-8802 (toll free), or to the nearest U.S. Coast Guard facility

NOTE B

the possible existence of unexploded ordnance

Mariners are cautioned against anchoring, dredging or trawling in this area due to

COLREGS, 80.738a (see note A)
International Regulations for Preventing Collisions at Sea, 1972

The entire area of this chart falls seaward of the COLREGS Demarcation Line.

TIDAL INFORMATION C

Place Height referred to datum of soundings (MLLW)

Mean Higher Mean Mean Extreme
Name {LAT/LONG) | High Water | High Water | Low Water | Low Water

feet feet feet feet
Rocsevelt Roads, Ensenada Honda — (18°14'N/65°37'W) 1.0 0.8 0.1 -0 M
(Feb 2006)
ra

San Juan, PR WXJ-69 162.400 MHz
St. Thomas, VI WXM-96 162.475 MHz
> WIRE-DRAGGED AREAS

The area tinted green was swept in 1922 through 1964
for previously undetected dangers tonavigation. Al
dangers found are shown on this chart

NOTE A

Navigation regulations are published in Chapter 2, U.S
Coast Pilot 5. Additions or revisions to Chapter 2 are pub-
lished in the Notice to Mariners. Information concerning the
regulations may be obtained at the Office of the Commander,
7th Coast Guard District in Miami, Florida, or at the Office
of the District Engineer, Corps of Engineers in Jacksonville,
Florida.

Refer to charted regulation section numbers.




999G¢

LOGARITHMIC SPEED SCALE
2 3 4 5 6 7 8 9 10 15 20 25 30 40 50 60

To find SPEED, place one point of dividers on distance run (in any unit) and the other on minutes run. Without changing divider spread, place

POLLUTION REPORTS
Report all spills of oil and hazardous substances to the
Center via 1-800-424-8802 {(toll free), or to the nearest U.S.
if telephone communication is impossible (33 CFR 153).

right point on 60 and left point will then indicate speed in units per hour. Example: with 4.0 nautical miles run in 15 minutes, the spread is 16.0 knots
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NOTE B Navy

Mariners are cautioned against anchoring, dredging or trawling in this area due to
- the possible existence of unexploded ordnance.

WARNING

The prudent mariner will not rely solely on any single aid tc navigation,
particularly on floating aids. See U.S. Coast Guard Light List and U.S. Coast
Pilot for details
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\ ‘ PRINT-ON-DEMAND CHARTS

NOAA and its partner, OceanGrafix, offer this chart
updated weekly by NOAA for Notices to Mariners and
critical corrections. Charts are printed when ordered
using Print-on-Demand technology. New Editions are
available 5-8 weeks before their release as traditional
NOAA charts. Ask your chart agent about Print-on-Demand
charts or contact NOAA at 1-800-584-4683,
http://NauticalCharts.gov, help@NauticalCharts.gov, or
OceanGrafix at 1-877-66CHART, http://OceanGrafix.com,
or help@OceanGrafix.com.
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HURRICANES AND TROPICAL STORMS

Hurricanes, tropical storms and other major storms may
cause considerable damage to marine structures, aids to
navigation and moored vessels, resulting in submerged debris
in unknown locations.

Charted soundings, channel depths and shoreline may not
reflect actual conditions following these storms. Fixed aids to
navigation may have been damaged or destroyed. Buoys may
have been moved from their charted positions, damaged, sunk,
extinguished or otherwise made inoperative. Mariners should
not rely upon the position or operation of an aid to navigation.
Wrecks and submerged obstructions may have been displaced
7 from charted locations. Pipelines may have become uncovered
or moved. _

Mariners are urged to exercise extreme caution and are ”
requested to report aids to navigation discrepancies and
hazards to navigation to the nearest United States Coast Guard
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CAUTION
This chart has been corrected from the Notice to Mariners (NM)
weekly by the National Geospatial-Intelligence Agency and the Local
Mariners (LNM) issued periodically by each U.S. Coast Guard distr|
dates shown in the lower left hand corner. Chart updates corrected froi
Mariners published after the dates shown in the lower left hand corner are

e National Response
. Coast Guard facility
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NOTE A
Navigation regulations are published in Chapter 2, U.S
Coast Pilot 5. Additions or revisions to Chapter 2 are pub-
lished in the Notice to Mariners. Information concering the
regulations may be obtained at the Office of the Commander,
7th Coast Guard District in Miami, Florida, or at the Office
of the District Engineer, Corps of Engineers in Jacksonville,
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This BookletChart was reduced to 75% of the original chart scale.
The new scale is 1:13333. Barscales have also been reduced and
are accurate when used to measure distances in this BookletChart.
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\ | PRINT-ON-DEMAND CHARTS

NOAA and its partner, OceanGrafix, offer this chart
updated weekly by NOAA for Notices to Mariners and
critical corrections. Charts are printed when ordered
using Print-on-Demand technology. New Editions are
available 5-8 weeks before their release as traditional
NOAA charts. Ask your chart agent about Print-on-Demand
charts or contact NOAA at 1-800-584-4683,
http://NauticalCharts.gov, help@NauticalCharts.gov, or
OceanGrafix at 1-877-66CHART, http://OceanGrafix.com,
or help@OceanGrafix.com.

CAUTION
Limitations on the use of radio signals as
aids to marine navigation can be found in the
U.S. Coast Guard Light Lists and National
Geospatial-Intelligence Agency Publication 117,
Radio direction-finder bearings to commercial
broadcasting stations are subject to error and
should be used with caution.
Station positions are shown thus:
(O(Accurate location)  o{Approximate location)

RADAR REFLECTORS
Radar reflectors have been placed on many
floating aids to navigation. Individual radar
reflector identification on these aids has been
omitted from this chart

HEIGHTS
Elevations of racks, bridges, landmarks and
lights are in feet and refer to Mean High Water.
Contour and summit elevation values are in feet
and refer to Mean Sea Level.

AUTHORITIES
Hydrography and topography by the National
Ocean Service, Coast Survey, with additional
data from the Corps of Engineers, National
Geospatial-Intelligence Agency, and the U.S.
Coast Guard.

CAUTION

Improved channels shown by broken lines are
subject to shoaling, particularly at the edges.
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CAUTION
This chart has been corrected from the Natice to Mariners (NM) published
weekly by the National Geospatial-Intelligence Agency and the Local Notice to
Mariners (LNM) issued periodically by each U.S. Coast Guard district to the
dates shown in the lower left hand corner. Chart updates corrected from Notice to
Mariners published after the dates shown in the lower left hand corner are available at

SOUNDINGS IN FEET

nauticalcharts.ncaa.gov.

MENTAL INFORMATION

S. Coast Pilot 5 for important
nformation.

CAUTION

changes or defects in aids to
ot indicated on this chart. See
Mariners.

d Abbreviations see Chart No. 1

AIDS TO NAVIGATION

Consult U.S. Coast Guard Light List for
supplemental informaticn concerning aids to
navigation.

NOAA WEATHER RADIO BRCADCASTS

The NOAA Weather Radio stations listed
below provide continuous weather broadcasts.
The reception range is typically 20 to 40
nautical miles from the antenna site, but can be
as much as 100 nautical miles for stations at
high elevations.
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of the District Engineer, Corps of Engineers in Jacksonville,
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Refer to charted regulation section numbers
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This BookletChart has been updated through: Coast Guard Local Notice To Mariners: 4612 11/13/2012,

NGA Weekly Notice to Mariners: 4712 11/24/2012,
Canadian Coast Guard Notice to Mariners: n/a.
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waterways:

ship-to-coast.

harbors.

@MERGENCY INFORMATIOI\D

Getting and Giving Help — Signal other boaters using visual distress signals (flares,
orange flag, lights, arm signals); whistles; horns; and on your VHF radio. You are
required by law to help boaters in trouble. Respond to distress signals, but do not

endanger yourself.

All Hazard

Noke ov ‘D(w\wg

e

Weather Radio

NOAA's National Weather Service

VHF Marine Radio channels for use on the

Channel 6 — Inter-ship safety communications.
Channel 9 — Communications between boats and

Channel 13 — Navigation purposes at bridges, locks, and

Channel 16 — Emergency, distress and safety calls to °
Coast Guard and others, and to initiate calls to other
vessels. Contact the other vessel, agree to another channel, and then switch.
Channel 22A — Calls between the Coast Guard and the public. Severe weather
warnings, hazards to navigation and safety warnings are broadcast here.
Channels 68, 69, 71, 72 and 78A — Recreational boat channels.

Distress Call Procedures

Make sure radio is on.

Select Channel 16.

Press/Hold the transmit button.

Clearly say: “MAYDAY, MAYDAY, MAYDAY.”
Also give: Vessel Name and/or Description;
Position and/or Location; Nature of
Emergency; Number of People on Board.

¢ Release transmit button.

¢ Wait for 10 seconds — If no response
Repeat MAYDAY call.

HAVE ALL PERSONS PUT ON LIFE JACKETS!

NOAA Weather Radio All Hazards (NWR) is a nationwide network of radio stations broadcasting continuous

weather information directly from the nearest National Weather Service office. NWR broadcasts official Weather

Nautical chart related products and information
Online chart viewer

Report a chart discrepancy

Chart and chart related inquiries and comments
Chart updates (LNM and NM corrections)

Coast Pilot online

Tides and Currents

Marine Forecasts

National Data Buoy Center

NowCoast web portal for coastal conditions
National Weather Service

National Hurrican Center

Pacific Tsunami Warning Center

Contact Us

Service warnings, watches, forecasts and other hazard information 24 hours a day, 7 days a week.
http://www.nws.noaa.gov/nwr/

Quick References

http://www.nauticalcharts.noaa.gov
http://www.nauticalcharts.noaa.gov/mcd/NOAAChartViewer.html
http://ocsdata.ncd.noaa.gov/idrs/discrepancy.aspx
http://ocsdata.ncd.noaa.gov/idrs/inquiry.aspx?frompage=ContactUs
http://www.nauticalcharts.noaa.gov/mcd/updates/LNM_NM.html
http://www.nauticalcharts.noaa.gov/nsd/cpdownload.htm
http://tidesandcurrents.noaa.gov
http://www.nws.noaa.gov/om/marine/home.htm
http://www.ndbc.noaa.gov/

http://www.nowcoast.noaa.gov/

http://www.weather.gov/

http://www.nhc.noaa.gov/

http://ptwc.weather.gov/
http://www.nauticalcharts.noaa.gov/staff/contact.htm

For the latest news from Coast Survey, follow @nauticalcharts
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